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E-6KV-103M

6kVEBRRSERS - &5

6 kV blue ceramic disc capacitor - copper leads

i JE / Rated voltage AERAL / Code

é6 kV 103

5N R~F / Dimensions (mm)

®22 /H6.5/F12.5

| 01 BEEFESH /Keyspeciications

BE E-6KV-103M
Part number E-6KV-103M

NFERT (mm) ®22/Hé6.5/F12.5

Dimensions (mm) Body diameter / H dimension / lead pitch

B25%EE 10,000 pF ; M = +20% - 3E [ 8.000-12,000 pF
Capacitance &range 10,000 pF; M = £20%, range 8,000-12,000 pF

BENENKRD K=%10%/R=%15%/ M = 20%
Tolerance codes K=%10%/R=%15%/ M = £20%

| 02 Z#gFf#}l / Construction materials

a#/ Nk HERiEE / BFEE

Coating / dielectric Epoxy resin / electronic ceramic

R / 1R R (REBEE 99.99%) / TR

10,000 pF ; M = +£20% > 55 8,000-12,000 pF - B/ ATRE -
10,000 pF; M = £20%, range 8,000-12,000 pF. Image for illustration.

5| Bi#t#} / Leads

2%

Electrode / solder

5%

Leads

Silver (silver surface coverage 99.99%) / compliant tin solder

sk 5 %2 0.6/0.8mm » BREVELITE A A

Copper wire; diameter 0.6 / 0.8 mm. Specify the option when ordering.

' 03 IFEHRIE /Envionment & testing

RESEE
Temperature range

AR [ %

Loss / insulation

fit B, &
Withstand voltage

AEMREY
Capacitance test

VA

FAR%E# / PRODUCT DATA SHEET -

{ERH -25~+125°C ; fiffF 40~ +85°C
Operating —25 to +125 °C; storage -40 to +85 °C

REEMBEY < 1.0% ; dasHFE > 10,000 MQ

Dissipation factor < 1.0%; insulation resistance > 10,000 MQ

WF AR 1.5-2.0 X SiEHRE [R5

1.5-2.0 X rated voltage applied between leads for 5 s

22£2°C>1.0x02V:1£0.1kHz
22+2°C,1.0£0.2V,1£0.1kHz
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NERESRTHS

EMRESMRE - TEEFLEGILE

Front and side views - Diagram not to scale

EME I/)FRONT {ﬂﬂ?'}]_lf SIDE

"
~A

3 <
' R~ SixBf /Dimension symbols
D/ AAENES ; ARS ©22mm
Body diameter Front-view diameter: ®22 mm for this model
T REMREE
Body thickness Body thickness in side view
F SIENEEE ; AES F12.5 mm
Lead pitch Lead pitch: F12.5 mm for this model
L SIAKE ; RITHRER - Bk mm
Lead length Lead length: to order requirement, in mm
d 51&E#% ; 0.6 /0.8 mm - BAREVEITRE A
Lead diameter Lead diameter: 0.6 / 0.8 mm; specify the option when ordering

' #| &5 A/ Drawing notes
BRNZARTHSME ; mRE R BRI EERLAISHEAE -

Drawing and product image are illustrative; neither defines scale or manufacturing tolerances.

S RST RIS &R B A A mm o 5l KK EMERFIRITHRER®ESE -

Dimensions and lead diameters are in mm. Lead length and diameter are selected when ordering.
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EHRIE ST

EMSMARE - FRE

> FREEBI

Front and side sections - Diagram not to scale

© aiE

Coating

@ BBENE

Ceramic dielectric

IF#MEIE / FRONT SECTION M8 / SIDE SECTION

(@

@ AR

Silver electrode

@ J2)

Solder

® 51

Copper leads

BRRATRERKRE

REBEEF: 99.99%

Solder joints sit on the silver electrodes Silver surface coverage: 99.99%

' gﬁ*ﬁ]éﬂﬁk / Construction

@ axE
Coating

QMENR

Ceramic dielectric

(©F::X 7/
Electrode
@ 128t
Solder

® 5%

Leads

IR BE
Epoxy resin

BFEE

Electronic ceramic

iR REBERE 99.99%

Silver; silver surface coverage 99.99%

MR 45

Environmentally compliant tin solder

% ; %1% 0.6/0.8 mm > EIKEUELIT MG A E

Copper wire; diameter 0.6 / 0.8 mm. Specify the option when ordering.

' H*%ﬁ'iﬁ / Contact information

A
Company
BERA
Contact
LiE
Phone
HRF
Email

ik
Address

BEITEEEERAEGRAF
Xiamen Longxin Information Technology Co., Ltd.

HEE

Mr. Huang

+86 13376758235

contact@xmlongxin.cn

HEAREHN TR REZERFRAW L

Shigiaotou, Dongyangwen, Yixi Town, Xianggiao District, Chaozhou, Guangdong. China
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